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PMB��2-G

Public Address

Desk microphones

Preamplified > PMB Range

PMB��2-G

Technical data

Section

Category

Range

Code

Description Digital desk microphone station with electret microphone, 6 zones selection
Preamplified electret microphone station, characterized by a new flexible 
microphone, a ‘soft touch’ keyboard and a light gray metallic paint. 
12 keys for zones selection (also independently configurable as alarm keys) 
+ ALL call, PTT+LOCK keys. Priority level configuration (up to 7 levels) and 
microphone sensitivity adjustment. 
Power ON Led and “busy system” indicator. RJ45 connectors for direct 
connections with CAT5e SF-UTP cables. Possibility to extend the system up 
to 36 zones (with PMB112-EG expansion and/or PMB106-G desk microphone 
station).

Type Electret

N° of selectable zones 12

Power supply 18 Vdc / 36 Vdc

Maximum absorption @24 Vdc 22 mA

Frequency response 100÷14.000 Hz

Speech filter @100 Hz –10 dB

Audio output level 2,2 Vmax

Dynamic limiter yes

Dimensions1 116 x 60 (416) x 200 mm

Net weight 0,60 kg 

Gross weight 0,96 kg
1 the value between brackets refers to the station complete with flexible stem.
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